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Colt Verification Tool (CVT) Setup 

 

Using the SP COLT Verification Tool (CVT) with your COLT to check measurement accuracy 

Download the COLT 2 app wo your smart mobile device 

1)Turn on Bluetooth function on your mobile smart device and then open COLT app (COLT 2) 

 

 

2) Once app has fully booted up – select the Man Menu icon… 

 Select ‘Rope’ 

    

 

 

 

 

 

 



255 MITTEL DRIVE, WOOD DALE, IL 60191 800-750-6842 / 847-437-4446 

 

3) Go down the list of cable diameters and select ‘CAL Check’ 

 Input COLT’s serial number and select ‘SAVE’ 

    

 

4) After selecting ‘Cal Check’ – Keep the COLT on a flat surface and then select ‘Zero’ to zero the display reding before 
continuing. 

 The app is not set up to carry out a calibration check 

    

 

5) Holding the two handles, open up the COLT 

6) Place the CVT rod in between the three wheels 

 IMPORTANT – Sheave needs to be set in the middle position (9-21mm) before continuing 

7) Gripping tightly – join main arm and main body together again 

8) The COLT should already be connected to the COLT app (COLT 2) 

 Check measurement at least three times – if bellow 2910lbs or above 3090lbs, COLT will need to be re-
calibrated 

Contact Data Weighing Systems for Calibration / Repair 


