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— BSQ and ZP900 Sealing Kit Installation

Instructions

These instructions cover the installation of the BSQ base sealing kit (PN AWT15-501741) and the ZP900
indicator sealing kit (PN AWT15-501742).

BSQ sealing kit

The BSQ sealing kit (PN AWT15-501741) allows you to seal the base to comply with local Weights and
Measures regulations. Included in the kit are two self-adhesive paper seals, two drilled screws and a spacer.
Place the paper labels across the mid-seam of the housing on opposite sides of the scale, as shown in the photo
below.

If the local weights and measures officials require a wire seal, use the drilled screws and spacer in the locations
shown below. The sealing wire and seal are supplied by the local Weights and Measures representative.
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Hex head screw
with hole for
sealing wire.

Socket head cap screw
with a hole drilled
through the head for a
sealing wire.



ZP900 indicator sealing kit

The ZP900 indicator sealing kit (PN AWT15-501742) allows you to seal the USB cable or scale interface cable
on the back of the BSQ scale body or to seal a tower mounted indicator to stop any tampering. This allows you
to comply with local Weights and Measures regulations. Included in the kit are the following items:
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sealing cover.

Sealing screws for pole
mounted indicator.

Refer to the photos below for proper sealing technique.

Sealing the BSQ cables
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USB cable in place Cable cover in place
on BSQ scale base

Place sealing wire through the hole in the bracket
and the hole in the hex head screw. These are
pointed out by the arrows.

OR
You can cover the flathead screw with a paper seal



Sealing the ZP900 desktop interface cable

Cable cover in place using
Interface cable in place flathead screw. Use a paper
on ZP900 desktop indicator seal to cover this screw.

If you use the drilled cap
screw, see the photo below.

Place sealing wire through one of the holes in
the steel cover and the hole in the cap screw
head. These are pointed out by the arrows.




Sealing a pole mounted indicator

You can use the small sealing screws for wire sealing the indicator as shown below or you can use a paper seal
over the metal plate and plastic case seam as shown in the bottom photo.

Remove screws pointed
out by the arrows.

Install the two small sealing
screws in their place.

Paper seal placed on the bottom of the
pole mounted indicator..
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